
BrightDrive SAN Server  for Media - Tech Specs
Version Comparison Astella / Triton / Procyon

Server Chassis 4U server enclosure with rack mount kit, dual FRU power supplies/fan 
assemblies, and 12Gbit SAS drive backplane

1U server enclosure with rack mount kit, dual FRU power supplies/fan 
assemblies, a 12Gbit SAS midplane, and 48GB RAM. 

2U server enclosure with rack mount kit, dual server modules, dual FRU 
power supplies/fan assemblies, a 12Gbit SAS midplane, and 48GB RAM.
 

Metadata chassis Embedded Embedded Embedded

UPS + PDU n/a n/a n/a

RAID  Specs 2 x RAID 6 plus 1 x RAID 1; software RAID engine technology 
32GB dedicated cache (SSD cache optional)

atadatem ecapskrow rof 1 DIAR x 8   atadatem ecapskrow rof 1 DIAR x 4

Drive Support 36 x 3.5-inch SAS/SATA hot-swap HDD or SSD 
(includes 2 spares) for mirrored metadata

2 x 2.5-inch 1TB SAS 6Gbit/s hot-swap hard drives; 6 x 2.5-inch 300GB 
SAS hot-swap HDD or SSD; 1 x 32GB SATADOM

2 x 3.5-inch 1TB SAS 6Gbit/s hot-swap hard drives; 14 x 3.5-inch 300GB 
SAS hot-swap HDD or SSD; 1 x 32GB SATADOM

Workspaces stes atad ecapskrow thgie ot pu stroppuSstes atad ecapskrow ruof ot pu stroppuS ecapskrow deddebme 1

Operating System Linux Linux Linux

Supported Client OS xuniL ,XSO CAM ,swodniWxuniL ,XSO CAM ,swodniWxuniL ,XSO CAM ,swodniW

Connectivity Fibre Channel: 4 x 8Gb/s (expandable to 8 x 8 Gb/s) (16Gb/32Gb optional)
Ethernet: 2 x 1GbE (10GbE/40GbE optional)

     (16GB/32GB optional)tibG8 x 2 :lennahC erbiF
Ethernet: 2 x 10GbE (40GbE optional)

   (16GB/32GB optional)tibG8 x 1 :lennahC erbiF
Ethernet: 2 x 10GbE (40GbE optional)

Scalability balacSstes atad ecapskrow ruof ot eno morf troppus ot elbalacS        Scale with JBODs le to support from one to eight workspace data sets

Number of Streams 3 streams (2K) Multiple concurrent streams of film resolution material, 
based upon selected storage

Multiple concurrent streams of film resolution material, 
based upon selected storage

High Availability No No Yes

Warranty Yes, 12 months with advanced replacement;  
Warranty extension optional

Yes, 12 months with advanced replacement;  
Warranty extension optional

Yes, 12 months with advanced replacement;  
Warranty extension optional

Service Available troppus dna ecivres lluFtroppus dna ecivres lluFtroppus dna ecivres lluF

Electrical
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Environmental

repo non C°07+ °04-( C°53 -°01)lanoitarepo non C°07+ °04-( C°53 -°01)lanoitarepo non C°07+ °04-( C°53 -°01erutarepmeT gnitarepO ational)
Relative Humidity 8%-90% operating (5%-95% non-operational) )lanoitarepo-non %59-%5( gnitarepo8%-90%)lanoitarepo-non %59-%5( gnitarepo %09-%8

A ssalC 22 RPSIC ,A ssalC 22055NE ,A ssalC CCFA ssalC 22 RPSIC ,A ssalC 22055NE ,A ssalC CCF   FCC Class A, EN55022 Class A, CISPR 22 Class A
CSA Listed/EN/IEC/UL 60950-1 Compliant, CE Marking
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Mechanical
 )mm871( ”7thgieH 1.7” (43mm) 3.5” (89mm) 

 )mm734( ”2.71htdiW 17.2” (437mm) 17.2” (437mm) 
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